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ENGINEERING SPECIFICATIONS REFERENCE

1. Number of Ports : 3 ports
2. Number of Positions : 2 positions
3. Valve Function : Single Solenoid, Multi-purpose
4. Piping Type : Cartridge, Insert Piping
5. Media : Air, Inert Gas, Vacuum
6. Type of Operation : Direct Acting Type
7. Flow Capacity (Cv) : 0.2

  8. Lubrication : Not Required
  9. Media Filtration : 40 Micron Recommended
10. Pressure Range (psi) : 28''Hg - 30 psi
11. Operating Speed (cycles/min) : 600
12. Ambient Temperature Range ( deg F) : 32~125
13. Wetted Materials : Acetal, LCP, SST, NBR
14. Weight (oz) : 0.43
15. Electrical Entry : Axial Plug-In Receptacle w/30cm lead wires

 COMMON PORT 

 NC PORT 

NO PORT 

 0.125 [3,175] MAX. HOLE 
 (OR) SLOT HEIGHT TYP 

 #2-56 UNC 
 X 0.160 MIN 
 [4,064] MIN 

MANIFOLD INTERFACE DIMENSIONS
 Electrical Entry : Axial Plug-In 
 Receptacle w/30cm lead wires 

 (2) COMMON
  PORT

 (3) NORMALLY
 OPEN PORT 

 (1) NORMALLY
 CLOSED PORT 


	Sheet 1
	Views
	new_view_36
	new_view_21
	left_24
	top_25
	new_view_28
	left_34



